
 

                                  With Integral Base 
To be anchored on a flat, solid surface.  Base is welded to the bottom of the PEDOC. 
Note:   Material is stainless steel.   
           If powder coated, please substitute * with color code below. 
 

SINGLE GANG 

Height Powder coated Polished 

 Horizontal Vertical Horizontal Vertical 

6” 1P6-C-HZ-* 1P6-C-V-* 1P6-SS-HZ 1P6-SS-V 

12” 1P12-C-HZ-* 1P12-C-V-* 1P12-SS-HZ 1P12-SS-V 

18” 1P18-C-HZ-* 1P18-C-V-* 1P18-SS-HZ 1P18-SS-V 

24” 1P24-C-HZ-* 1P24-C-V-* 1P24-SS-HZ 1P24-SS-V 

30” 1P30-C-HZ-* 1P30-C-V-* 1P30-SS-HZ 1P30-SS-V 

36” 1P36-C-HZ-* 1P36-C-V-* 1P36-SS-HZ 1P36-SS-V 

42” 1P42-C-HZ-* 1P42-C-V-* 1P42-SS-HZ 1P42-SS-V 

48” 1P48-C-HZ-* 1P48-C-V-* 1P48-SS -HZ 1P48-SS-V 

 
2 GANG 

Height Powder coated Polished 

      6”                    2P6-C-* 2P6-SS 

12” 2P12-C-* 2P12-SS 

18” 2P18-C-* 2P18-SS 

24” 2P24-C-* 2P24-SS 

30” 2P30-C-* 2P30-SS 

36” 2P36-C-* 2P36-SS 

42 2P42-C-* 2P42-SS 

48” 2P48-C-* 2P48-SS 

 
2 GANG DIVIDED 

Height Powder coated Polished 

6” 2P6-C-D-* 2P6-SS-D 

12” 2P12-C-D-* 2P12-SS-D 

18” 2P18-C-D-* 2P18-SS-D 

24” 2P24-C-D-* 2P24-SS-D 

30” 2P30-C-D-* 2P30-SS-D 

36” 2P36-C-D-* 2P36-SS-D 

42 2P42-C-D-* 2P42-SS-D 

48” 2P48-C-D-* 2P48-SS-D 

                             

                     Sample   2P30-C-B                                                                                                                                                        
 
* Colors:  G = gray     B = black     BR = brown    GN = green          
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