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			Standard With Integral Base

Variety of device opening configurations for surface applications | 1-, 2-Gang & divided options







						
				

					
			Power Pedestal | 1-, 2-Gang | Surface MountAnna2024-03-26T13:05:53+00:00						
				Offered in multiple 1-,2-, and 2-gang divided receptacle opening configurations. Entirely welded heavy-duty stainless-steel construction. Mounting holes are placed to accept receptacles and standard weatherproof covers. Perfect solution to power food trucks, pool equipment, engine block heaters, personal devices, maintenance equipment, and several other devices.






	Quick and easy installation

	
Solid welded construction saves on costly repair



	Multiple device opening configurations and outdoor rated finishes




	
May be ordered with an internal divider for power and low voltage



	Mounting holes to align with receptacles and weatherproof covers

	Heavy stainless steel for maximum wiring, device and conduit protection
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Devices and covers not supplied.
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PRODUCT INFORMATION


	Material	304 Stainless Steel: 14 gauge body, 7 gauge base; optional upgrade to 316
	Heights	6", 12”, 18", 24", 30", 36", 42", 48"
	Construction	Welded pedestal body and base
	Amperage	60 amp max
	Receptacle mount	Mounting holes to accept standard GFI decora receptacle(s)
	Receptacles	Not supplied; For 15-20A devices, weather-resistance devices must be used; devices that are 30-60A must be water-tight
	Hardware	Pre-installed stainless steel grounding and anchoring hardware included
	Installation	Open bottom to accommodate two 1-1/2" conduit raceways
	Finishes	Outdoor rated powder coat paint (standard and custom), brushed stainless
	Customization	Custom powder coat option
	Application	May be ordered with a divider for high and low voltage (data)
	Compliance	UL Listed: Standard 1773. Rated NEMA 3R. ADA compliant heights available.
	Additional	Devices and covers not supplied. 
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PART NUMBERING

Drawings linked to part numbers.







	Height	1-Gang Horizontal	1-Gang Vertical	2-gang	2-Gang Divided for High and Low Voltage
	6"	1P6-C-HZ-* or 1P6-SS-HZ	1P6-C-V-* or 1P6-SS-V	2P6-C-* or 2P6-SS	2P6-C-D-* or 2P6-D-SS
	12"	1P12-C-HZ-* or 1P12-SS-HZ	1P12-C-V-* or 1P12-SS-V	2P12-C-* or 2P12-SS	2P12-C-D-* or 2P12-D-SS
	18"	1P18-C-HZ-* or 1P18-SS-HZ	1P18-C-V-* or 1P18-SS-V	2P18-C-* or 2P18-SS	2P18-C-D-* or 2P18-D-SS
	24"	1P24-C-HZ-* or 1P24-SS-HZ	1P24-C-V-* or 1P24-SS-V	2P24-C-* or 2P24-SS	2P24-C-D-* or 2P24-D-SS
	30"	1P30-C-HZ-* or 1P30-SS-HZ	1P30-C-V-* or 1P30-SS-V	2P30-C-* or 2P30-SS	2P30-C-D-* or 2P30-D-SS
	36"	1P36-C-HZ-* or 1P36-SS-HZ	1P36-C-V-* or 1P36-SS-V	2P36-C-* or 2P36-SS	2P36-C-D-* or 2P36-D-SS
	42"	1P42-C-HZ-* or 1P42-SS-HZ	1P42-C-V-* or 1P42-SS-V	2P42-C-* or 2P42-SS	2P42-C-D-* or 2P42-D-SS
	48"	1P48-C-HZ-* or 1P48-SS-HZ	1P48-C-V-* or 1P48-SS-V	2P48-C-* or 2P48-SS	2P48-C-D-* or 2P48-D-SS






			FINISHES

*Insert color code: B = black, G = gray, BRZ = bronze, GN = Green, BR = brown, CSTM = custom color, leave blank for brushed finish


Black (B)




Gray (G)




Bronze (BRZ)




Green (GN)




Brown (BR)




Custom (CSTM)




Brushed S.S. (SS)
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